
EXAMPLES OF TRANSPORTATION 

FHWA’s Transportation Conformity Website has been updated to provide users the ability to search a repository of 
transportation conformity examples that could be replicated in other areas of the country. 

The repository currently contains examples of: 
n PM2.5 and PM10 project level hot-spot analyses
n  State and local procedures for determining whether PM2.5 and PM10 hot-spot analyses are required for a project
n State and local on-road mobile source strategies in State Implementation Plans (SIPs)

Contact: 
Emily Biondi, emily.biondi@dot.gov, 202-366-9482
Karen Perritt, karen.perritt@dot.gov, 410-962-0720
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Visit the Transportation Conformity Community of Practice site to
post questions and receive feedback concerning these documents

Welcome to the conformity practices website. The purpose of this site is to serve as an easily searchable repository of examples of transporta-
tion conformity documents and processes that could be replicated in other areas of the country. The site currently contains examples of PM2.5 
and PM10 project-level hot-spot analyses completed after March 10, 2006; State and local procedures developed after March 10, 2006, for 
determining whether PM2.5 or PM10 hot-spot analyses are required for a project; and on-road mobile source strategies included in State 
Implementation Plans (SIPs), especially those that relieve congestion. 

The material on this website is provided as examples of transportation conformity practices. The Federal Highway Administration provides these 
examples for information sharing purposes only. These examples are not guidance and do not replace the requirements in laws and regulations 
or the advice given in guidance. In the case of any discrepancies or differences found between the U.S. Environmental Protection Agency (EPA) 
transportation conformity rule and these examples, users should defer to the specific language and requirements included in the transportation 
conformity rule and subsequent guidance issued by the U.S. Department of Transportation and EPA.
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Air quality study
Comparison to another location

Expanded highway
New highway

PM10 Hot Spot Analysis for US 93 (MT) (or PDF, 29 KB)
PM2.5 Conformity Analysis for the Woodrow Wilson Bridge (DC-MD-VA) 
(or PDF, 1.4 MB)
PM2.5 Conformity Determination for the Baltimore Beltway I-695 (MD) 
(or PDF, 1.2 MB)
PM2.5 Project Level Conformity Analysis for the Ohio River Bridges (KY) 
(or PDF, 1.7 MB)
PM2.5 Project Level Conformity Determination for Corridor X (AL) 
(or PDF, 2.9 MB)
PM2.5 Project Level Hot Spot Analysis for the Prairie Parkway (IL) 
(or PDF, 1 MB)

PM2.5/PM10 Qualitative Hot-Spot Analyses
PM2.5/PM10 Hot-Spot Procedures
SIPs with On-Road Mobile Source Measures
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Select from the parameter(s) below to filter the documents that are returned.
Use the <CTRL> key to select/deselect multiple items.
NOTE: Parameter values are limited to those associated with documents in the repository.

Return all 6 PM2.5/PM10 Qualitative Hot-Spot 
Analyses

Document Type:

PM10
PM2.5

Alabama
District of Columbia
Illinois
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To review PDF files, you need the Acrobat® Reader®.

The PM hot-spot screening procedures and analyses posted on this website are offered as 
examples only. Users will need to tailor their efforts to meet the needs and circumstances of their 
particular situations. Please refer to the EPA/FHWA guidance document, "Transportation Conformity 
Guidance for Qualitative Hot-spot Analyses in PM2.5 and PM10 Nonattainment and Maintenance 
Areas" for guidance concerning specific requirements regarding determining whether or not a 
project may be a "project of air quality concern" and guidance concerning the requirements for 
conducting a qualitative PM hot-spot analysis. In particular, refer to question 4.2 for what should be 
documented in a hot-spot analysis. 
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